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(57) Abstract: 

PURPOSE: To surely close a narrow, 
plate-like door by means of a latch 
placed at only one place by 
constituting a door for storage of 
amenities in such a manner that its 
open side becomes curved and 
latching the central part of the curve, 
thereby applying the energyzing force 
toward the inside to both upper and 
bottom parts of the door. 

CONSTITUTION: A lavatory unit 10 
is provided with an entry door 20 for 
the lavatory space and a door 30 that 
closes an opening part 17 for storing 
amenities. In the door 30 storing 
amenities, an edge on one side in the 
longitudinal direction is hinged with 
long size hinges 35 in a freely 
expandable/openable manner. In this 
case, a rectangular, operating port 32 
for operating a latch is made in the 
middle part in the longitudinal 
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of the door 30. In addition, a narrow- 
width part 34, which is a part of the 
door main body but its width is 
narrowed, is formed in the middle 
part in the longitudinal direction of 
the open side 30b of the door 30. 
Then, a latch 31 is installed on the 
edge of the open side 30b of an 
internal wall surface of this narrow- 
width part 34. At the same time, a 
rigid lever 33 is arranged on the 
internal wall surface of the narrow- 
width part 34 lying in a space 
between the latch 31 and a side-edge 
of the operation port 32, along the 
side-edge of the operation port 31. In 
this case, this rigid lever 33 is 
installed, so that the open side of the 
door 30 comes in a curved state. 
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